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AC MOTION ONE White
2600 x 1000 / NA 15933/ SA 15953

|
AC MOTION ONE Black

AC MOTION ONE Black
2600 x 1000 / NA 15936 / SA 15956

ACRYLIC-LINE

AC MOTION ONE

2600 x 1000

Product characteristics Processing

NA SA NA SA
Base material ABS Cutting, punching v v
Surface material PMMA Drilling v v
Material thickness mm 0,7 0,83 Sawing, milling v -
Max. relief height mm 11 1,23 Laser cutting v v
Temperature stability up to 60 °C Hot bending v -
Wet room suitability EEER PVA compressible v -
Abrasion resistance EEEEEDO Smallest bending radius 150 mm | 150 mm
Rolled packable v v

Accessories

Extra equipment SIBUKLE Spatula A2

NA SA Politur-Kit available
Special formats On request Farbgleiche Kanten available

Further thicknesses - -

Cuttings v v
Magnetic from 3 sheets N Special colors
PVA pre-treatment v - On request
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we decorate.




ACRYLIC-LINE

AC MOTION TWO

Photo: GARANTkiiche

Product characteristics Processing

NA SA NA SA
Base material ABS Cutting, punching v v
Surface material PMMA Drilling v v
Material thickness mm 0,7 0,83 Sawing, milling v -
Max. relief height mm 11 1,23 Laser cutting v v
Temperature stability up to 60 °C Hot bending v -
Wet room suitability EEER PVA compressible v -
Abrasion resistance EEEERD Smallest bending radius 150 mm | 150 mm
Rolled packable v v

Accessories

Extra equipment SIBUKLE Spatula A2

NA SA Politur-Kit available
Special formats On request Farbgleiche Kanten available
Further thicknesses - -
Cuttings v v
Magnetic from 3 sheets v Special colors
PVA pre-treatment v - On request

103 /gIBU | DESIGN

we decorate.

AC MOTION TWO White
2600 x 1000/ NA 15755/ SA 15764

AC MOTION TWO Black
2600 x 1000 / NA 15754/ SA 15763

2600 x 1000
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