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SL CRASHED OLD Platin
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SL CRASHED OLD Platin
2600 x 1000 / NA 19519 / SA 19523

	
SL CRASHED OLD Platin
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Processing
NA SA

Cutting, punching ✓ ✓
Drilling ✓ ✓
Sawing, milling ✓ -
Laser cutting ✓ ✓
Hot bending ✓ -
PVA compressible ✓ -
Smallest bending radius 150 mm 150 mm

Special colors
On request

Product characteristics
NA SA

Base material HIPS

Surface material Print

Material thickness mm 1,0 1,13

Max. relief height mm 2,8 3,04

Temperature stability up to 60 °C

Wet room suitability ■■■□
Abrasion resistance ■■■■■□
Rolled packable ✓ ✓

Extra equipment
NA SA

Special formats - -
Further thicknesses - -
Cuttings ✓ ✓
Magnetic from 3 sheets * ✓
PVA pre-treatment ✓ -

Accessories

SIBUKLE Spatula A2

	 *	Ground must be a SIBU metal foil SA (ref. 17637, self adhesive).



SL CRASHED
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SL CRASHED Silver
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SL CRASHED Silver
2600 x 1000 / NA 19335 / SA 19346
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	 *	Ground must be a SIBU metal foil SA (ref. 17637, self adhesive).

Product characteristics
NA SA

Base material HIPS

Surface material PET

Material thickness mm 1,0 1,13

Max. relief height mm 2,4 2,64

Temperature stability up to 60 °C

Wet room suitability ■■■□
Abrasion resistance ■■■■□□
Rolled packable ✓ ✓

Extra equipment
NA SA

Special formats  -
Further thicknesses - -
Cuttings ✓ ✓
Magnetic from 3 sheets * ✓
PVA pre-treatment ✓ -

Accessories

SIBUKLE Spatula A2

Processing
NA SA

Cutting, punching ✓ ✓
Drilling ✓ ✓
Sawing, milling ✓ -
Laser cutting ✓ ✓
Hot bending ✓ -
PVA compressible ✓ -
Smallest bending radius 150 mm 150 mm

Special colors
On request

	 *	Ground must be a SIBU metal foil SA (ref. 17637, self adhesive).
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ANTIQUE Bronze
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SL IMPACT ANTIQUE Bronze
2600 x 1000 / NA 17232 / SA 17233

SL IMPACT VINTAGE Silver
2600 x 1000 / NA 17230 / SA 17231
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Processing
NA SA

Cutting, punching ✓ ✓
Drilling ✓ ✓
Sawing, milling ✓ -
Laser cutting ✓ ✓
Hot bending ✓ -
PVA compressible ✓ -
Smallest bending radius 150 mm 150 mm

Special colors
On request

Product characteristics
NA SA

Base material HIPS

Surface material Print

Material thickness mm 1,0 1,13

Max. relief height mm 1,6 1,73

Temperature stability up to 60 °C

Wet room suitability ■■■□
Abrasion resistance ■■■■■□
Rolled packable ✓ ✓

Extra equipment
NA SA

Special formats - -
Further thicknesses - -
Cuttings ✓ ✓
Magnetic from 3 sheets ✓
PVA pre-treatment ✓ -

Accessories

SIBUKLE Spatula A2



	
SL IMPACT VINTAGE Silver
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SL LAVA VINTAGE Copper
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SL LAVA VINTAGE Copper
2600 x 1000 / NA 14786 / SA 14805
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Processing
NA SA

Cutting, punching ✓ ✓
Drilling ✓ ✓
Sawing, milling ✓ -
Laser cutting ✓ ✓
Hot bending ✓ -
PVA compressible ✓ -
Smallest bending radius 150 mm 150 mm

Accessories

SIBUKLE Spatula A2

Special colors
On request

Product characteristics
NA SA

Base material HIPS

Surface material Print

Material thickness mm 1,0 1,25

Max. relief height mm 2,1 2,35

Temperature stability up to 60 °C

Wet room suitability ■■■□
Abrasion resistance ■■■■■□
Rolled packable ✓ ✓

Extra equipment
NA SA

Special formats - -
Further thicknesses - -
Cuttings ✓ ✓
Magnetic from 3 sheets ✓
PVA pre-treatment ✓ -
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SL RACE VINTAGE Copper/Silver
2600 x 1000 / NA 17240 / SA 17241

SL RACE VINTAGE Silver/Bronze
2600 x 1000 / NA 17242 / SA 17243

	
SL RACE 
VINTAGE Copper/Silver

Photo Wilhelm Radinger

97 /

Processing
NA SA

Cutting, punching ✓ ✓
Drilling ✓ ✓
Sawing, milling ✓ -
Laser cutting ✓ ✓
Hot bending ✓ -
PVA compressible ✓ -
Smallest bending radius 150 mm 150 mm

Special colors
On request

Product characteristics
NA SA

Base material HIPS

Surface material Print

Material thickness mm 1,0 1,13

Max. relief height mm 1,7 1,83

Temperature stability up to 60 °C

Wet room suitability ■■■□
Abrasion resistance ■■■□□□
Rolled packable ✓ ✓

Extra equipment
NA SA

Special formats - -
Further thicknesses - -
Cuttings ✓ ✓
Magnetic from 3 sheets ✓
PVA pre-treatment ✓ -

Accessories

SIBUKLE Spatula A2
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SL CROCO Smoke PF/Silver
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SL CROCO Smoke PF/Silver
2600 x 1000 / NA 13411 / SA 13521

SL CROCO Silver PF/Silver  
2600 x 1000 / NA 13410 / SA 13520
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Accessories

SIBUKLE Spatula A2

Special colors
On request

Product characteristics
NA SA

Base material HIPS

Surface material Print

Material thickness mm 1,0 1,25

Max. relief height mm 2,6 2,85

Temperature stability up to 60 °C

Wet room suitability ■■■□
Abrasion resistance ■■■■□□
Rolled packable ✓ ✓

Extra equipment
NA SA

Special formats - -
Further thicknesses - -
Cuttings ✓ ✓
Magnetic from 3 sheets ✓
PVA pre-treatment ✓ * -

Processing
NA SA

Cutting, punching ✓ ✓
Drilling ✓ ✓
Sawing, milling ✓ -
Laser cutting ✓ ✓
Hot bending ✓ -
PVA compressible ✓ -
Smallest bending radius 150 mm 150 mm

* except Smoke PF met
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SL SQUARE 3 HGS
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SL SQUARE 3 HGS
2600 x 1000 / 1,7 mm / NA 11272 / SA 11273
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Product characteristics
NA SA

Base material HIPS

Surface material PET

Material thickness mm 1,0 1,13

Max. relief height mm 1,7 / 2,0 1,83 / 2,13

Temperature stability up to 60 °C

Wet room suitability ■■■□
Abrasion resistance ■■■■■■
Rolled packable ✓ ✓

Extra equipment
NA SA

Special formats -
Further thicknesses - -
Cuttings ✓ ✓
Magnetic from 3 sheets ✓
PVA pre-treatment ✓ -

Accessories

SIBUKLE Spatula A2

Processing
NA SA

Cutting, punching ✓ ✓
Drilling ✓ ✓
Sawing, milling ✓ -
Laser cutting ✓ ✓
Hot bending ✓ -
PVA compressible ✓ -
Smallest bending radius 150 mm 150 mm

Special colors
On request
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